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Symbol to alert the operator to follow 
important operating instructions 
and precautions detailed in this 
document.

Symbol warning the operator that 
uninsulated dangerous voltages are 
present within the enclosure that may 
pose a risk of electric shock.
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Preset Output Amplifier Speaker

4
1 & 2 B2400 2 x LB18

3 & 4 B1200 2 x PB12N

5
1 & 2 B4000 2 x LB218

3 & 4 B1200 2 x PB12N

6
1 & 2 B2400 2 x LB18

3 & 4 B1200 2 x PB15

7
1 & 2 B4000 2 x LB218

3 & 4 B1200 2 x PB15N

8
1 & 2 B2400 2 x LB18

3 & 4 B1200 2 x PLB12

9
1 & 2 B4000 2 x LB218

3 & 4 B1200 2 x PLB12

10
1 & 2 B2400 2 x LB18

3 & 4 B1200 2 x PLB15

11
1 & 2 B4000 2 x LB218

3 & 4 B1200 2 x PLB15

12
1 & 2 B4000 2 x PK18UE

3 & 4 B1800 2 x PK15UE

13
1 & 2 B4000 2 x PK218UE

3 & 4 B1800 2 x PK15UE

14
1 & 2 B4000 2 x PK218UE

3 & 4 B1800 2 x PK15UE

15
1 & 2 B4000 2 x PK218UE

3 & 4 B1800 2 x PLA10

16
1 & 2 B4000 2 x PK218UE

3 & 4 B2400 4 x PLA10

17
1 & 2 2 x B4000 4 x PK218UE

3 & 4 B2400 4 x PLA10

Preset Output Amplifier Speaker

18
1 & 2 B4000 2 x HP218

3 & 4 B1800 2 x PLA10

19
1 & 2 B4000 2 x HP218

3 & 4 B2400 4 x PLA10

20
1 & 2 B4000 2 x DS18-1200

3 & 4 B1200 2 x HP8

21
1 & 2 B4000 2 x DS18-1200

3 & 4 B1800 2 x HP12

22
1 & 2 B4000 2 x HP218

3 & 4 B1800 2 x H12

23
1 & 2 B4000 2 x HP218

3 & 4 B1800 2 x HP12

24
1 & 2 B4000 2 x HP21

3 & 4 B1800 2 x HP12

25
1 & 2 B4000 2 x HP21

3 & 4 B1800 4 x HP12

26
1 & 2 B4000 2 x DS18-1200

3 & 4 B2400 2 x HP15

27
1 & 2 B4000 2 x HP218

3 & 4 B2400 2 x HP15

28
1 & 2 B4000 2 x HP218

3 & 4 B2400 2 x HP15

29
1 & 2 B4000 2 x HP21

3 & 4 B2400 2 x HP15

30
1 & 2 B4000 2 x HP21

3 & 4 B2400 4 x HP15
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Analogue inputs (A and B) Electronically balanced XLR
Analogue outputs (1, 2, 3 and 4) Electronically balanced XLR
Maximum RMS input level +20 dBu
Input impedance 20 kΩ @ 1 kHz
Dynamic range 100 dB
Resolution 24-bit Delta-Sigma
Maximum RMS output level +20 dBu
Dynamic range 104 dB typ.
Output impedance 100 Ω @ 1 kHz
Frequency response 10 Hz to 35 kHz (±3 dB)
Overall dynamic range 102 dB
THD + noise ratio 0,005% @ 0 dBu
Mains voltage 100–240 VAC 50–60 Hz
Fuse rating 250 mA
Power consumption <10 W
Mains connector Standard IEC receptacle
Net dimensions (H×D×W) 45 mm × 127 mm × 483 mm 
Shipping dimensions (H×D×W) 70 mm × 85 mm × 560 mm
Net weight 1.6 kg
Shipping weight 2 kg
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